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B.16. Use of Approved Appliances.
(a) All domestic and commercial gas consuming appliances shall have
their correctness as to design, construction, and performance certified
as follows:
(1) Determined by a nationally recognized testing agency adequately
equipped and competent to perform such services and shall be evi-
denced by the attachment of its seal or label to such gas appliances.
This agency shall be one which maintains a program of national in-
spection of production models of gas appliances at least once each year
on tile manufacturer's premises. Approval by the American Gas Asso-
ciation Testing Laboratories, as evidenced by the attachment of their
Approval Seal to gas appliances and a certificate or letter certifying
approval under the above-mentioned requirements, or listing by Under-
writers' Laboratories, Inc., shall be considered as constituting compliance
with the provisions of this section.
(2) Approval by the enforcing authority having jurisdiction.
DIVISION I.
CYLINDER SYSTEMS.
(Sometimes called Bottled Gas.)
Division I applies specifically to systems utilizing containers constructed
in accordance with the Interstate Commerce Commission Specifications.
All Basic Rules apply to this Division unless otherwise noted In the Basic
Rules.
1.1. Marking of Containers.
(a) All containers shall be marked in accordance with the Interstate
Commerce Commission regulations. Additional markings not in conflict
with the Interstate Commerce Commission regulations may be used.
1.2. Description of a Division I System.
(a) A Division I system as covered in B.2(a) shall include the con-
tainer base or bracket, containers, container valves, connectors, manifold
valve assembly, regulators and relief valves.
1.3. Location of Containers and Regulating Equipment.
.(a) Containers shall not be buried below ground. However, this shall
not prohil)it the installation in a compartment or recess below grade level,
such as a niche in a slope or terrace wall which is used for no other pur-
pose, providing that the container and regulating equipment are tit in
contact with the ground and the compartment or recess is drained and
ventilated horizontally to the outside air from Its lowest level, with the
outlet at least five feet away from any building opening which is below
the level of such outlet. Except as provided in Sec. 1.7, the discharge
from safety reliefs shall be located not less than five feet horizontally
away from any building opening which is below the level of such dis-
charge. Discharge from any safety relief device shall not terminate in
any building, nor beneath any building unless such space is well venti-
lated to the outside.
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